
“LCT SENG HENG PROGRESS”
“Landing Craft”

Plying Limit – Domestic Voyage-
Restricted to Sarawak, Sabah & Labuan

TECHNICAL SPECIFICATION

PRINCIPAL PARTICULARS
01. L.O.A : 19.50 M
02. VESSEL LENGTH : 20.50 M
03. L.O.H : 19.25 M
04. L.W.L : 5.00 M
05. BEAM MOULDED : 1.20 M
06. DESIGN DRAFT : 0.75 M
07. DECK AREA : 8.5 M X 4.5 M
08. SERVICE SPEED : 7.5 > 8 KNOTS
09. SEA TRIAL SPEED : 7.5 KNOTS
10. PORT OF REGISTRY : KUCHING
11. OFFICIAL NUMBER : 330622
12. CALL SIGN : 9WGJ6
13. GRT / NRT : 59 GRT/18 NRT
14. OWNER : SENG HENG SHIPPING SDN BHD
15. YEAR OF BUILD : 1987
16. YEAR OF REBUILD : 2005
17. LAST DOCKING : 07TH JUNE 2017

ACCOMMODATION
18. CREW : 6 PAX
19. PASSENGER : 6 PAX
20. TOTAL : 12 PAX
21. CENTRAL UNIT OF AIR-CON : 2 UNITS
22. GENERAL FIRE ALARM : SIGNAL AND BELL
23. TV 32” LCD PANASONIC : 1 UNIT

CAPACITY
24. FRESH WATER TANK : 33 TONNES (MAX. LOAD)
25. FUEL OIL TANK : 13,000 LITRES (MAX. LOAD)
26. DAILY FUEL TANK : 1590 LITRES (MAX. LOAD)

UPDATED BY : STEVEN HO DATE : 23RD OCTOBER 2017

NAUTICAL INSTRUMENT
27. MARINE RADAR TYPE RDP-118

(FURUNO 1832 MK3-36NM) 1 SET
28. NAV NET. V x 2 MARINE

RADAR TYRE – RDP - 149 1 SET
29. MARINE GPS (GP- 39) 1 SET
30. ECHO SOUNDER COLOR MODEL

FCV-627 1 SET
31. CLIPPER WIND 1 SET

COMPUTER
32. LENOVO-PC AMD E1-1200 APU With

Radeon (tm) HD Grapics 1.40GHz 1 UNIT
33. PRINTER HP DESKJET INK K209a-z 1 UNIT
34. FLEET BROADBAND 150 1 SET

RADIO
35. MARINE SSB TRANS. RADIO (FS-1503) 1 SET
36. MARINE VHF RADIO (JMC 2500) 1 SET
37. VHF/FM RADIO TELE. (FM-8800S) 1 SET
38. AIS SAMYUNG (F 560)                                         1 SET
39. SATELLITE EPIRB (OCEAN SIGNAL ARH100) 1 SET
40. PUBLIC ADDRESSOR SYSTEM (PA-702) 1 SET

ENGINE ROOM
41. DIESEL OIL PUMP C/W METER 1 UNIT
42. GENERATOR

(MODEL PERKINS MDL-D3.152M AC CURRENT 12 KW) 1 UNIT
(CUMMINS ONAN (MDKBR-544625) 1 UNIT

43. BILGES PUMP (DESMI SS50/20) 1 UNIT
44. FRESH WATER PUMP 1 UNIT
45. MAIN ENGINE CATERPILLAR 3208T 2 UNITS
46. FIRE PUMP (MODEL EU 50/16)

(MOTOR TECO 3HP 2.2KW 2,900 RPM) 1 UNIT
47. SUBMERSUBLE PUMP

(2 HP | 1.5kw | 3” | 14M)                                 1 UNIT




